SOLDI SMART PRO ratiotec’
BANKNOTE DETECTOR get conmnected

Innovative and discreet - the automatic

& banknote detector Soldi Smart Pro with coun-
n ting function. The LED-frame and the acou-
stical alarm provide a clear result at the POS.
Both signals can be disabled for a discreet
counterfeit detection. Besides the detection
of banknotes, through the 5-language user
menu other functions can be operated.

extensive
examination

e Compact banknote detector - ideal for
the POS

e Currencies: EUR | GBP | CHF | others optional

* 100% reliable counterfeit detection*

e Detection: IR| MG | MT| SD

e Clear result through a signal tone, signal
frame and banknote ejection

 Operation via mains cable and rechargeable
battery (optionally available)

 Easytoopen and to clean

 Simple and intuitive operation

e New updates via Update Manager (via USB)
or microSD-card. No internet connection
required, if updated via microSD-card!

unproblematic cleaning and mainte-
nance of the device.

*This product has been successfully tested.

http://www.ech.europa.eu/euro/cashprof/cashhand/devices/html/results.en.html WWW. rati 0 'teC .CO m

Technical data Soldi Smart Pro Green signal frame:
Currency EUR | GBP | CHF | others optional genuine banknote
Counterfeit detection IR| MG |MT|SD
Counting function v (ON | OFF)
Report function v’ (Piece | total) Red signal frame:
o Stanby mode (ECO) v (15-minute-intervals) suspicious banknote
& Signal tone | signal frame v'| ¥ (ON | OFF)
é Banknote ejection Optionally front or rear | hold or eject
z banknotes
£ User menu Hold | tone | ECO mode | banknote ejection . L
= . ) Additional warning signs:
jé Dlspl.ay 14-Segment LED display banknote ejection (front or rear) and
§ fiozelDISioiope) Y hold of suspicious banknotes.
5 Speed per banknote 0,3 seconds
% Update Update Manager | microSD-card
; Accessories rechargeable battery | cleaning set aam e )
§ Contents Mains cable | User Manual E—
g Measurements (I xw x h in mm) 170 x 135 x 80 Easy-to-open construction for an
g Weight (inkg) 0,5
15



